
DOME STYLE LED LUMINA RE
(WATTAGE PER PLANS, 4,000K
CCT, 120—277V UNIVERSAL
DRIVER, WITH FLAT GLASS LENS)
BY CYCLONE (oR APPROVED
EQUAL) DRIVER SHALL BE
INTEGRAL TO THE FIXTURE WITH
CLAM SHELL ARM CONNECTION
FOR MOUNTING ARM DETAJLS
STD PLAN 117.3.

FOR STREET LIGHT
STANDARD DECAL
NUMBERING DETAIL,
REFER TO CITY OF
RENTON STD PLAN
121.

10” BASE DIAMETER,
40—0” LONG
(CONTINUOUS), 0.25”
WALL THICKNESS SMOOTH
ROUND TAPERED
(0 14”/FT) ALUM NUM
POLE
REINFORCED HANDHOLE
WITH COVER

INSTALL ANCHOR
BOLT COVERS
(PROVIDED BY POLE
MANUFACTURER)

2” CONDUIT UNLESS
STATED OTHERWISE ON

PLANS

2” CONDUIT UNLESS
STATED OTHERWISE ON
PLANS

3/4” CHAMFER (TYP) —

1—6” MIN BELOW
GROUND,
2—0” MIN UNDER
PAVEMENT

EXTEND THE CONDUIT
6” MIN BEYOND
FOUNDATION OR THE
CONTROLLED DENSITY
BACKFILL

#4 HOOPS @ 12”

8— 7 BARS,
EVENLY SPACED

2 1/2” CLR

H90 I

io-Q€Q 0’ ‘I(

270’

• DECORAIVE ROADWAY LUMINAIRES
ARE MOUNTED AT 0’

• DECORATIVE PEDESTRIAN LIJMINAIRES
ARE MOUNTED AT 160 HANDHOLES

• ARE MOUNTED AT 180
• BANNER SUPPORT BRACKETS ARE

MOUNTED AT 0’

ORIENTATION LOCATION

TOP OF FOUNDATION

ANCHOR BOLT, 4 TOTAL, 1—1/4”
BA (TYP)

1” HEX NUTS, STEEL (6 REQ’D
PER ANCHOR BOLT),
FLAT WASHERS (6 REQ’D PER
ANCHOR BOLT)

— (4) OVAL SLOTS
ACCEPT NO 1 “x48”x4
GALVANIZED STEEL
ANCHOR BOLTS

POLE ELEVATION FOUNDATION DETAILS

ARTERIAL STREET STD. PLAN - 117.1

DECORATIVE ROADWAY LUMINAIRE POLE A PROVE

DETAILS 1mmJsic €fIT/’

PAINT SPECIF CATIONS
ALL ALUM NUM LUMINAIRE AND POLE
RELATED PARTS SHALL BE FACTORY
PRIMED AND POWDER COATED.
F NISH COLOR; RAL 9005TX “JET BLACK”

ROUND POLE CAP

DECORATIVE LUMINAIRE POLE NOTES

“I
1

LUM NA RE ARM
LENGTH PER FLANS

ROUND TUBULAR SECTION
(NO TAPER)

ROUND TAPERED POLE SECTION
(0.1 4”/FT)

“ NOMINAL LIJMLNAIRE HEIGHT
(LUMINAIRE HEIGHT + SHROUD)

ALUMINIUM SHROUD (BY
MANUFACTURER)

DOME STYLE LED LUM NAIRE
(WATTAGE PER PLANS, 4,000K CCT,
120—277V UNIVERSAL DRIVER, WTH
FLAT GLASS LENS) BY CYCLONE
(OR APPROVED EQUAL). DRIVER

A SHALL BE INTEGRAL TO THE
FIXTURE WITH CLAM SHELL ARM

U CONNECTION. FOR MOUNTING ARM
DETAILS SEE SIB PLAN 117.3

28”

(2) BANNER BRACKETS WITH
PRESSURE RELEASE SPRINGS
WITH PROTECTIVE RUBBER
COATING

SECURE TOP BANNER BRACKET WITH —

THROUGH BOLTS AND SHIM TO LEVEL
PER MANUFACTURER’S NSTRUCTIONS

SECURE BOTTOM BANNER BRACKET
WITH ADJUSTABLE STAINLESS STEEL
BANDS AND SHIM TO LEVEL PER \ L
MANUFACTURER’S INSTRUCTONS \

ANCHOR BOLT

A — 0’ LEVEL

,,‘— OPTONAL
BANNER TO BE
PROVIDED AND
NSTALLED BY
OTHERS

U
N

_________

BASE PLATE DETAIL

36” 8
— #7 BARS,

EVENLY SPACED

CENTER CONDUIT
N FOUNDATON

14—15’ DIA BOLT
CIRCLE

HOOPS W 12”

FOUNDATON SECTION

GROUND POLE TO
FOIJ N D All ON
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36”

FOUNDATION DETAIL

/

1 1/4” DIA HOLE
(TYP)

3/8” STEEL PLATE

BOLT CIRCLE (DIX
SIZE TO LUMINAIRE
BASE PLATE
DIMENSION)

FOR FOUNDATION DETAILS,

ANCHOR BOLT TEMPLATE DETAIL

GROUT
‘ V

ANCHOR Bu_T ASSEMBLY DETAIL


